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 Abstract 
 Surface plasmons polaritons (SPPs) at metal/dielectric 
interfaces have raised lots of expectations in the on-going 
quest towards scaling down optical devices. SPP optics 
offers a powerful and fl exible platform for real two-dimen-
sional integrated optics, capable of supporting both light 
and electrons. Yet, a full exploitation of the features of SPPs 
is conditioned by an accurate control of their fl ow. Most 
efforts have so far focused on the extrapolation of concepts 
borrowed from guided optics. This strategy has already led 
to many important breakthroughs but a fully deterministic 
control of SPP modes remains a challenge. Recently, the 
fi eld of optics was stimulated by a novel paradigm, trans-
formation optics, which offers the capability to control 
light fl ow in any desired fashion. While it has already sig-
nifi cantly contributed to the design of metamaterials with 
unprecedented optical properties, its versatility offers new 
opportunities towards a fully deterministic control of SPPs 
and the design of a new class of plasmonic functionalities. 
Here, we review recent progress in the application of trans-
formation optics to SPPs. We fi rst briefl y describe the theo-
retical formalism of  transformation plasmonics , focusing 
on its specifi cities over its three-dimensional optical coun-
terpart. Numerical simulations are then used to illustrate its 
capability to tame SPP fl ows at a metal interface patterned 
with a dielectric load. Finally, we review recent experimen-
tal implementations leading to unique SPP functionalities at 
optical frequencies. 
 Keywords:  cloaking;  metamaterial;  plasmonics;  surface 
plasmon polariton;  transformation optics;  transformation 
plasmonics. 
 1. Introduction 
 Surface plasmon polaritons (SPPs) are surface waves  [1 – 3] 
propagating along the interface between two media, usually 
a dielectric and a metal. Their fi eld distribution extends into 
both media and is evanescent in the direction perpendicular 
to the interface. In the case of a homogeneous fl at metallic 
fi lm, SPP modes are delocalized over the plane. The con-
trol of SPPs fl ow has so far been mostly based on concepts 
directly inspired from integrated optics with dielectric wave-
guides. The most intuitive approach consists of introducing 
geometrical boundaries by patterning the metal layer. This 
has for instance enabled subwavelength guiding of SPPs 
along strips  [4, 5] , V-grooves and slots  [6 – 8] as well as adia-
batic focusing  [9, 10] . 
 Alternatively, controlling SPP modes can be done by spa-
tially engineering its effective refractive index by either using 
a fi nite dielectric load  [11 – 15] or structuring the metal sur-
face. For instance, Pendry et al. showed in 2004 that one can 
manipulate surface plasmon ad libitum via homogenization of 
structured surfaces  [16] . This powerful concept has enabled 
the experimental demonstration of broadband extraordinary 
transmission in the visible regime by means of plasmonic 
checkerboards  [17, 18] . 
 More recently, the fi eld of metamaterials has inspired a new 
form of SPP control. In 2008, Smolyaninov et al. achieved a 
noticeable reduction in the scattering of SPPs incident upon 
a cloak consisting of polymethylmethacrylate (PMMA) at 
a wavelength of 532 nm  [19, 20] . More recently, Baumeier 
et al. demonstrated theoretically that it is possible to reduce 
signifi cantly the scattering of an object by an SPP at a wave-
length of 633 nm when it is surrounded by two concentric 
rings of point scatterers  [21] . 
 The recent proposal of transformation optics (TO)  [22 –
 30] has brought a novel way of controlling fl ows of pho-
tons in any desired way. The TO concept has for instance 
permitted us to achieve unique light control including the 
concept of invisi bility  [31 – 44] , lenses  [45 – 48] , beam-
shifter, splitters and bends  [49 – 54] , or more exotic appli-
cations such as electromagnetic wormholes  [55, 56] , 
hidden pathways  [57, 58] , or optical black holes  [59 – 66] . 
Moreover TO can further be used to completely change 
the appearance of an object thereby creating an illusion 
 [67 – 70] , or to enable subwavelength imaging via hyper-
lenses that transform the evanescent waves  [71 – 75] . 
TO often takes advantage of the fi eld of metamaterials 
 [76 – 78] to implement complex electromagnetic parameters. 
Metamaterials are artifi cial materials made up of subwave-
length constituents that are designed to effectively mimic 
a prescribed response to electromagnetic fi elds and that 
often make use of plasmonic structures such as plasmonic 
nanomaterials, multilayer SPPs and so on  [79] . On the other 
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hand, we note in passing that plasmonic routes to cloaking 
based on core shell resonances induced by a coating of low 
refractive index (scattering cancellation  [80] ) and negative 
refractive index (external cloaking  [81] ) have also been 
proposed. 
 Whereas at fi rst TO was applied to plane waves, it has 
been recently shown that TO can also be used to effciently 
mould the fl ow of surface plasmon polaritons (SPPs) at metal-
dielectric interfaces  [82 – 88] . Using TO to manipulate SPPs is 
a very general technique that has already led to a wide vari-
ety of proposals for plasmonic elements which might even 
be based on single-atom-thin graphene layers  [89] . Moreover, 
TO has also been applied to analytically handle localized sur-
face plasmons in metallic nanostructures  [90 – 94] including 
non-local effects  [95] . 
 In the present article we review the state of the art in the 
exciting fi eld of transformation plasmonics. After presenting 
how TO can be extended to SPP, we illustrate numerically its 
capability to fully control the SPP fl ow by loading the metal 
surface with a patterned dielectric fi lm. We fi nally review 
recent experimental implementations in which transformation 
plasmonics is applied to broadband plasmonic invisibility and 
focusing. 
 2. Formalism of transformation plasmonics 
 2.1. Transformation optics: coordinate changes 
in Maxwell ’ s equations 
 Conceptually, TO is equivalent to warp space with the aim 
to control trajectories of light rays. While space can not be 
transformed in this manner, TO alternatively makes coordi-
nates transformations, which in practice, provide the local 
optical properties to be fulfi lled by the distorted space to 
achieve the desired light fl ow. This is a subject which has 
received steadily more attention from 2006 onwards, thanks 
to the paradigm of the invisibility cloak. However, this topic 
got started in the mid 1990s with the original aim to reduce 
the complexity of computational problems  [96 – 98] . The cor-
nerstone of TO was to map, for instance, an infi nite domain 
on a fi nite region of space, which would then be considered 
in the numerical package. The point of view of TO was cen-
tral in the development of fi nite elements models for twisted 
microstructured fi bers  [99] as their modeling involves twisted 
perfectly matched layers. 
 As we start with a given set of equations on a given domain, 
it seems at fi rst sight that we have to map this domain on a 
new one. Nevertheless, it is the opposite that has to be done, as 
shown in Figure  1 . On the original domain, see Figure 1B, the 
equations are described in a particular coordinate system ( x ,  y ) 
(taken here by default to be Cartesian coordinates). We want 
to establish a one-to-one correspondence with a new domain 
where we use a general (possibly non-orthogonal) coordinate 
system ( u ,  v ), see Figure 1, panels (A) and (D), (which cor-
respond respectively to a rotation and a compression of some 
region of the original domain). More precisely, consider a map 
from the curvilinear coordinate system ( u ,  v ) to the initial one 
( x ,  y ) given by the transformation  x ( u ,  v ) and  y ( u ,  v ). Here, we 
must point out that, we are mapping the transformed domain 
and coordinate system [Figure 1 (A) or (D)] onto the initial 
one [Figure 1 (B)] with Cartesian coordinates. This change of 
coordinates is characterized by the transformation of the differ-
entials through the Jacobian matrix  J described in Figure 1(C). 
 Importantly, such a geometric transformation also affects 
the material properties in the transformed coordinates which 
are encompassed in the constitutive Maxwell ’ s equations. 
More precisely, in electromagnetism, changes of coordinates 
amount to replacing the different materials (often homoge-
neous and isotropic, which corresponds to the case of scalar 
piecewise constant permittivity and permeability) by equiva-
lent inhomogeneous anisotropic materials. Mathematically 
speaking, the permittivity and permeability are rank-2 aniso-
tropic heterogeneous tensors in the transformed coordinates: 
 
-1 -1
0 0ˆ ˆ,  and  where / det( ).Tε ε μ μ′= = =T T T J J J
 
(1)
 
 J is the Jacobian matrix of the transformation, see Figure 1, 
and T is the metric tensor in the transformed coordinates. In 
Eq. 1, the right hand sides involve matrix products where the 
matrix associated with the second rank tensor  T contains the 
coeffcients of its representation in the initial Cartesian coor-
dinate system ( x ,  y ). 
 Let us make use of the invisibility cloak to illustrate 
the concept of TO. One way to conceal a region of space 
J
J
y
x
u
v
u
v
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C D
dx  = du + dv∂x
∂u
∂x
∂v
dy  = du + dv∂y
∂u
∂y
∂v
dx
dy( ) ( )dudv= J
 Figure 1  Principle of transformation optics: (A) Transformed 
domain in coordinate system ( u ,  v ) corresponding to a rotation of 
domain in (B); (B) Original coordinate system ( x ,  y ); (C) Jacobian 
matrix of  x ( u ,  v ) and  y ( u ,  v ), which are explicit functions of the coor-
dinates  u and  v . (D) Transformed domain in coordinate system ( u , 
 v ) corresponding to a compression of domain in (B); seems at fi rst 
sight that we have to map the coordinates in (B) on the new ones in 
(A) [resp. (D)]. Nevertheless, it is the opposite that has to be done: 
the new coordinate system in (A) [resp. (D)] is mapped on the initial 
one in (B). 
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is mapping a disc or radius  r < R 2 onto a corona  R 1 < r ′ < R 2 , 
as shown in panels (A) and (B) of Figure  2 (note that r is 
replaced by  r ′ in the corona, since we have now a stretched 
radial coordinate). This mapping can be done by means 
of a linear transformation,  r ′ = R 1 + r ( R 2 - R 1 )/ R 2 , as proposed 
by Pendry et al.  [22] (a transformation formally used in 
the context of inverse problems in tomography  [100] ). 
The effect of this transformation on the metric of space 
is shown in Figure 2(C): the metric is compressed in the 
corona surrounding the concealed region in panel (B). The 
obtained matrix provides the new coeffcients of the tensor 
corresponding to the equivalent material in Figure 2 (B). 
Note that the transformed grid in panel (B) does not have 
right angles as the one in panel (A): the transformed mate-
rial is anisotropic, as can be clearly seen in Figure 2 (C). 
It should be noted that the off-diagonal elements of  T are 
identical and therefore  T can be diagonalized. Importantly, 
all diagonal elements have positive entries (negative values 
in the off-diagonal elements is just an effect of the rotation 
required to express  T in a diagonal basis), however they 
either vanish or become extremely large on the inner cloak 
boundary, which is consistent with the fact that detoured 
waves, as shown in Figure 2(D) for a source located in the 
close neighborhood of a two-dimensional cloak, have to 
be accelerated in the cloak in order to catch up with their 
wavefront outside the cloak. 
y
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1
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T-1=J-1J-T det(J)
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R2
 Figure 2  Concept of metric tensor with an example: (A) Metric 
of virtual space in original coordinate system ( x ,  y ); (B) Metric of 
physical space in transformed coordinate system ( u ,  v ), illustrated 
by Pendry ’ s paradigm of a hole in the metric (invisibility region) 
surrounded by a corona of compressed metric (invisibility cloak). 
(C) Spatial distribution of the entries of the metric tensor (prescrib-
ing the permittivity and permeability) inside the cylindrical cloak. 
(D) Plot of the (only non-vanishing) longitudinal component of 
magnetic fi eld; note that m defi nes an (arbitrarily large) order of 
truncation of the color scale, and white regions in (C) correspond 
to singular values of tensor entries greater than  m (outside the color 
scale). 
 2.2. From transformation optics to transformation 
plasmonics 
Let us now apply TO to the control of surface wave trajectories. 
A few words on the mathematical setup are necessary in order 
to understand the specifi city of the transformation plasmonics 
design, which involves anisotropic heterogeneous media. To 
simplify the discussion, we consider a transverse magnetic 
( p -polarized) SPP propagating in the positive  x -direction at a 
fl at interface  z = 0 between a (isotropic homogeneous) metal 
( z < 0) and a transformed medium ( z > 0) described by diagonal 
tensors of relative permittivity and permeability εˆ′=diag(ε
xx,2, 
εyy,2, εzz,2) and μˆ′=diag(μxx,2, μyy,2, μzz,2):
 
2 ,2 ,2 ,2
1 ,1 ,1 ,1
(0, ,0) exp{ ( - )- },  0,
(0, ,0) exp{ ( - )+ },  0.
y x z
y x z
H i k x t k z z
H i k x t k z z
ω
ω
= >⎧⎪⎨
= >⎪⎩
H
H
 
(2)
 
 Note here that Re( k 
 z ,1 ) and Re( k  z ,2 ) are strictly positive in order 
to maintain evanescent fi elds above and below the interface 
 z = 0. 
 For this fi eld to be solution of Maxwell ’ s equations, conti-
nuity of its tangential components is required across the inter-
face  z = 0, which translates into mathematics as  k 
 x ,1 = k x,2 = k  x  
and this in turn leads us to a local dispersion relation for a 
p-polarized SPP: 
 
22
, ,2 ,2
,2
,1 ,2
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= =⎜ ⎟⎜ ⎟⎝ ⎠⎝ ⎠
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(3) 
 Here  c is the speed of light in vacuum,  ε 1 ( x ,  y ) > 1 ( z > 0), and 
 ε 2 is the usual Drude form in the metal for  z < 0. Actually, we 
note that since  k 
 z ,1 and  k  z ,2 are strictly positive, SPPs can only 
exist if  ε 1 and  ε  xx ,2 are of opposite signs. 
 Equation 3 can be recast in a more compact form  [82] : 
 
,2 1 ,2 1 ,2
2
1 ,2 ,2
( - )
,
-
zz yy xx
x
xx zz
k
C
ε ε μ ε εω
ε ε ε
=
 
(4) 
 which should be satisfi ed for SPPs to be able to propagate on 
a fl at interface between a metal substrate and a transformed 
medium. Indeed, SPPs are bound to the interface, hence, they 
do not belong to the radiative spectrum. 
 Invisibility carpets were an early proposal of transfor-
mation plasmonics  [82 – 88] based on ground-plane cloaks 
 [25] . As shown in Figure  3 , the invisibility carpet fl attens 
the SPPs wavefronts refl ected by a curved cylindrical mirror 
on a fl at metal surface. The mapping that makes this pos-
sible is given by  x ′ = x [ x 2 ( y )- x 1 ( y )]/ x 2 ( y ) + x 1 ( y ), which maps 
the region 0 < x < x 2 ( y ) onto  x 1 ( y ) < x ′ < x 2 ( y ) for  a < y < b and  z > 0. 
The vertical coordinate  z appears trivially in the defi nition of 
the carpet as it is of cylindrical geometry, but more complex 
geometries can be explored, and for these we refer to the next 
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section. The effect of the mapping on the spatial distribution 
of the metric tensor is shown in panel (B) of this fi gure, and 
the corresponding plot of the y-component of the magnetic 
fi eld for a SPP fi eld incident upon such a plasmonic carpet 
is shown in panel (C). Interestingly, this metamaterial can 
be designed with dielectric conical pillars and further tested 
numerically for different wavelengths such as at  λ = 700 nm 
(see Figure 10 E). An experimental demonstration of such 
theoretical concepts is shown in section IV B. 
 Now, if a perturbation on the profi le of the fl at surface is 
introduced, for instance a bump as in Figure 6, the former dis-
persion relation Eq. 4 changes and SPPs move to the radiative 
spectrum and so scattering cannot be avoided. The dispersion 
relation Eq. 4 becomes slighlty more complex in the case of 
curved surfaces (see Ref. [87] for a derivation in the weakly 
curved confi guration), which is the bottom line of transforma-
tion plasmonics on curved surfaces, fi rst introduced in Ref. 
[83] and [84]: enabling SPPs to propagate free of scattering 
on curved surfaces, hence on longer distances, is a great chal-
lenge. This case will be treated in the next section. 
 3. Design of plasmonic functionalities based 
on transformation optics 
 In this section we exemplify the theory by means of dif-
ferent plasmonic devices that are designed using the TO 
tools. Here we concentrate on four devices that control the 
propagation of SPPs at a metal surface: the cylindrical cloak 
for SPPs  [82, 83] , the plasmonic right-angle bend  [86] , the 
ground-plane cloak for SPPs  [83 – 86] and the plasmonic 
Luneburg lens  [48, 84] . In order to numerically demonstrate 
the application of the TO framework to SPPs, we use a fi nite 
element method solver  [101] . 
 Since SPPs are surface waves propagating along the inter-
face between two media, its fi eld distribution extends into 
both media and is evanescent in the direction perpendicular 
to the interface. Therefore, in order to operate over the whole 
plasmonic fi eld, the expressions for the electromagnetic (EM) 
material parameters,  εˆ and μˆ, provided by the TO formalism 
should, in principle, be implemented both in the dielectric 
and the metal sides of the interface. This is a fabrication chal-
lenge when it comes to practical realizations, as TO generally 
prescribes highly anisotropic and inhomogeneous εˆ and μˆ. 
Moreover, since the plasmon fi eld extends over a few tens of 
nanometers inside the metal only,  εˆ and μˆ  should be manipu-
lated at such length scales within the metal. However, it has 
been shown  [83, 84] that manipulating the material properties 
inside the metal part is not actually required: a simplifi ed ver-
sion in which only the EM properties of the dielectric side are 
modifi ed leads to very accurate functionalities. The problem 
of the anisotropy can be solved by choosing the appropriate 
coordinate transformations. When conformal and quasicon-
formal mappings are considered, the resulting EM parame-
ters are isotropic. Therefore, plasmonic devices can be based 
on implementations of transformation media based only on 
isotropic dielectrics, allowing the possibility of lowloss and 
broad-band performances. 
 3.1. 3D Cylindrical cloak 
 As a fi rst illustration of the methodology, let us consider a 
three-dimensional (3D) cylindrical cloak for SPPs travel-
ing along the interface between a metal and a dielectric. The 
plasmonic cloak is based on the twodimensional (2D) invis-
ibility cloak that was fi rst proposed within the general TO 
framework  [22, 23] and had an early experimental realization 
 [31] . The purpose of the 2D cloak was to hide to an external 
observer any object placed inside it, in a circle of radius  R 1 , 
and the cloak itself [see Figure  4 (A)]. This is done by trans-
forming from a Cartesian space where light propagates in 
straight lines to a space with a hole of radius  R 1 surrounded by 
a compressed region of radius  R 2 . The radial transformation 
 r ′ ( r ) = R 2 /( R 2 - R 1 ) r + R 1 is performed in the cloak region, that 
corresponds to the shell  R 1 < r ′ < R 2 . The EM parameters result-
ing from the TO approach in a cylindrical basis are  εˆ′=(ε
r
, εθ, 
ε
z
) and μˆ′=(μ
r
, μθ, μz) , with: 
 
1
1
2
2 1
2 1
-
;  ;
-
-
-
r r
z z
r R r
r r R
R r R
R R r
θ θε μ ε μ
ε μ
′ ′
= = = =
′ ′
⎛ ⎞ ′
= =⎜ ⎟
′⎝ ⎠
 
(5) 
 When these parameters are implemented in the cloak, a 
plane wave traveling through it will follow trajectories that 
surround the hole and the wave will appear to have traveled 
through empty space. Note that the required permittivity and 
permeability are anisotropic, inhomogeneous and take singu-
lar values at the inner interface of the cloak. 
T-1= J-1J-Tdet(J) =
x
y
z
CA B x
y
= 0
Curved mirror
m=1.498, M=1.5 m=-0.42, M=0.42
m=-0.42, M=0.42 m=0.665, M=0.67
m=1.498, M=1.5
M
m
0
00
0
 Figure 3  Controlling SPPs on a fl at metal surface: (A) SPP incident upon a curved mirror on a metal surface with an invisibility carpet 
(transformed region in blue) undergoes the same scattering as it would produced by a fl at mirror; (B) spatial distribution of entries of the metric 
tensor (prescribing the permittivity and permeability) inside the cylindrical carpet; (C) 2D plot of the real part of the y component of magnetic 
fi eld for a SPP incident from above at  λ = 700 nm on the transformed medium with permittivity and permeability as in (B). 
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 Figure 4  3D cylindrical cloak for SPPs propagating along an air-gold interface. (A) Sketch of the top and side views of the geometry. Left: 
scattering by a metallic cylinder. Right: the cloak is placed around the cylinder. (B) Power fl ow from 3D simulations. Left: a SPP experiences 
high scattering losses when it encounters the bare cylinder. Right: the cloak guides the SPP wave suppressing the scattering losses. (C), (D) and 
(E)  Hy fi eld of the SPP when the cylinder is cloaked in a top, side and 3D view, respectively. The height of the cloak is 3  µ m in the dielectric 
side and 50 nm in the metal side. 
 Let us now discuss the 3D plasmonic cloak, which sup-
presses the scattering of SPPs propagating along an airgold 
interface from a metallic cylinder of radius  R 1 . As sketched in 
Figure 4 (A), the SPP is scattered when it encounters the cylin-
der on top of the gold surface. Designing the 3D cloak involves 
extending the TO procedure explained above for the 2D cloak 
to 3D. In particular, the described 2D transformation should 
be made in an infi nite number of planes parallel to the air-gold 
interface. In order to operate over the whole plasmonic fi eld, 
we need to cloak the SPP in the dielectric and metal sides, 
as illustrated in the top right sketch in Figure 4 (A). In the 
dielectric side, the cloak is a cylindrical shell of radii  R 1 and 
 R 2 characterized by the EM tensors given by Eq. 5: εˆ′ and  μˆ′. 
The height of the cloak,  h 
 d  , needs to be larger than the decay 
length of the SPP in vacuum. In the metal side the cloak is a 
cylindrical shell of the same radii and with a height  h 
 m 
 larger 
than the skin depth. In this case, the EM tensors need to take 
into account the background material parameters: εˆ′·εAu, and 
μˆ′. The described cloak, when placed around a metallic cylin-
der, renders it invisible by suppressing any scattering from it. 
 Figure 4 shows the results obtained from 3D simulations of the 
cylindrical cloak for a SPP at  λ = 800 nm traveling on an air-gold 
interface. The radius of the metallic cylinder is  R 1 = 800 nm while 
the outer radius of the cloak is  R 2 = 2000 nm. Panel (B) depicts the 
power fl ow streamlines in a top view for two situations: a metal-
lic cylinder scattering the SPP (left sketch) and the cloak guid-
ing the SPP around the metallic cylinder (right sketch). Panels 
(C) and (D) show a top and a lateral view, respectively, of the  y 
component of the magnetic fi eld of the SPP when the cylinder is 
cloaked. These images, together with the 3D view of the simu-
lation [panel (E)] show how the SPP fi eld is smoothly guided 
around the metallic cylinder avoiding any scattering from it. 
 3.2. Right angle bend 
 As a second example of plasmonic devices designed using 
TO, we present the right-angle bend for SPPs. This device 
rotates the propagation direction of an incident SPP by 90 ° , as 
shown in the sketch in Figure  5 (A). Similarly to the cylindri-
cal cloak, the design of the 3D rightangle bend is based on 
2D transformations parallel to the interface plane. In order 
to bend the SPP propagation direction from the  x direction to 
the  y axis, each transformation consists of mapping a squared 
region of side  b in a Cartesian grid to polar grid with a squared 
crosssection of the same size. This transformation is given 
by
  
, ( - )
2
r y b x
b
π
φ′= ′=
 and  z ′ = z , with  r = ( x 2 + y 2 ) 1/2 and  φ = arctan
 
( y / x ). The following TO parameters are obtained: 
 
2 2
;  ;  
2r r z z
b r b
r b rθ θ
π
ε μ ε μ ε μ
π π
′
= = = = =
′ ′
 
(6) 
 In order to avoid the singularity of these parameters at  r ′ = 0, 
we limit the radius between  r ′ = a and  r ′ = b . The curvature 
radius of the bend is defi ned as  ρ = ( a + b )/2 and its width by 
 Δ = b - a . 
 A SPP right-angle bend operating at  λ = 800 nm is shown 
in Figure 5 (A). The SPP propagates in the  x direction and 
enters a bend of curvature radius  ρ = 2  µ m. The EM parameters 
given by Eq. 6, which are anisotropic and inhomogeneous, 
are implemented in a cylindrical shell comprised between 
 r ′ = a ,  r ′ = b ,  ϕ ′ = 0,  φ ′ = 90° in the dielectric side of the inter-
face. From the power fl ow stream lines (in white) and the 
shape of the wave-fronts (color scale) it can be interpreted 
that the SPP fi eld is bended by 90 ° . The transmittance through 
the bend, defi ned as the fraction of the SPP power fl ow in the 
exit face compared to the entrance face, is 98 % . The lacking 
2 % corresponds to the fi eld contained in the metal, which is 
left untouched. 
 As we have seen for the plasmonic cloak, TO leads to a 
perfect functionality when we operate over the whole plas-
monic fi eld by introducing a transformation medium in the 
dielectric and metal sides. However, an experimental realiza-
tion would require a control of both the dielectric and metal 
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 Figure 5  Simulation results for a SPP right-angle bend at  λ = 800 
nm. The curvature radius of the bend is  ρ = 2  µ m and the SPP has a 
Gaussian profi le of width  Δ = 2.65  µ m. (A) Anisotropic transforma-
tion medium. The propagation direction of a SPP is rotated by 90 ° by 
means of a metamaterial with anisotropic  ε and  µ . Inset: geometry 
layout in a top view. (B) Isotropic transformation medium. The SPP 
bend is characterized by the isotropic transformation medium  n ( x ,  y ) 
shown in the inset panel. In both (A) and (B) the color scale plots the 
z component of the electric fi eld of the SPP and the white lines cor-
respond to power fl ow stream lines. 
EM properties at the nanoscale. This challenge can be cir-
cumvented by an approximate approach to TO in which the 
metal side is left untouched. As we have shown here for the 
plasmonic bend at 800 nm, manipulating only the dielectric 
side gives very good results [see Figure 5 (A)]. This model, 
that is more realistic, has been shown to lead to quasi-perfect 
performance over broad frequency ranges and for a wide 
variety of plasmonic devices [86]. The reason for this is that 
most of the SPP energy is contained in the dielectric since the 
SPP decay length at this side of the interface is always much 
larger than in the metal side. Hence, this approximation is 
more accurate for longer wavelengths, where the skin depth 
of the metals is almost negligible. 
 A beam bend with the same functionality as the one we have 
discussed can also be realized out of isotropic materials. The 
idea is to use conformal mappings, a specifi c kind of coordi-
nate transformations that yield grids that are orthogonal, i.e., 
the angles between coordinate lines are preserved after the 
mapping. This means that these kind of transformations mini-
mize the anisotropy of the grid. For problems where the two 
polarizations can be treated separately, such as SPPs, a 2D 
conformal transformation leads to an isotropic transformation 
medium. Therefore, a design of the bend based on a confor-
mal transformation replaces the anisotropic EM parameters in 
Eq. 6 by an isotropic refractive index: 
 
2( ) bn r
rπ
=
 
(7)
 
 The refractive index for a bend of the same geometrical param-
eters as before, which is plotted in the inset panel of Figure 5 
(B), varies from 4.46 at the inner radius a to 0.67 at the outer 
radius  b . As illustrated in the panel, the plasmonic device is 
a cylindrical shell comprised between  a < r ′ < b and 0 < φ ′ < 90 ° , 
with a height  h 
 d  , placed on top of the gold surface and charac-
terized by the  n ( r ) profi le. The electric fi eld (color scale) and 
the power fl ow (white lines) of a SPP traveling through the 
bend at  λ = 800 nm is plotted in Figure 5 (B), showing how the 
propagation direction of the SPP smoothly rotates by 90 ° . In 
this case, the transmittance through the bend is 95 % , slightly 
lower than for the anisotropic bend. The reason for this is that 
the conformal transformation causes an impedance mismatch 
at the interfaces of the device (see the inset panel) that results 
in refl ections. This implementation is a more feasible approach 
for bending the propagation direction of a SPP since it relies on 
the manipulation of non-magnetic isotropic dielectrics. 
 3.3. Ground-plane cloak 
 The TO-based approach to the design of plasmonic devices 
can also be applied to minimizing the scattering to the far-fi eld 
of SPPs on irregular surfaces. Uneven surfaces result in strong 
scattering that lead to radiation of the SPP into free-space, 
as illustrated in Figure  6 (A), where a SPP traveling along an 
air-gold interface encounters an obstacle. Here we model the 
irregularities of the metal surface as a bump of length  l and 
height  h 
 0  , and with a shape given by 
 
2
0( ) cosz x h xl
π⎛ ⎞
= ⎜ ⎟⎝ ⎠ . We
 
consider a SPP at a wavelength of 700 nm, and a bump of 
length  l = 2  µ m and height  h 0 = 200 nm. For these parameters, 
about 15 % the plasmonic energy is scattered by the bump. 
This scattering can be suppressed by means of a ground-
plane cloak  [25] that, depending on the transformation that 
we choose can be anisotropic or isotropic. Here we compare 
both cases. 
 The design of the anisotropic cloak involves transforming a 
rectangular region of a Cartesian space sized  l × h into a region 
of the same shape except that its bottom boundary follows the 
shape of the bump. The simplest mapping that can be done 
between these two spaces is a transfi nite transformation:  x ′ = x, 
y ′ = y and 
 
2
0 1- cos
z
z z h x
h l
π⎛ ⎞ ⎛ ⎞
′= + ⎜ ⎟ ⎜ ⎟⎝ ⎠ ⎝ ⎠ . The transformed coordi-
nate grid when  l = 2  µ m and  h 0 = 200 nm is depicted with gray 
lines in Figure 6 (B). When applying the TO procedure, this 
transformation leads to the following material parameters: 
 
1 0
1
ˆ ˆ 0 1 0
0
xz
xz zz
f
f f
ε μ
⎛ ⎞
⎜ ⎟
′= ′= ⎜ ⎟Δ ⎜ ⎟⎝ ⎠
 
(8) 
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tered when it encounters a cos 2 -shaped bump 200 nm high and 2  µ m long in an air-gold interface. The SPP propagates in the  x direction and 
the geometry is invariant in the  y direction. (B) Scattering losses are suppressed when an anisotropic cloak (2  µ m × 2  µ m) is placed on top of 
the bump. The grid lines correspond to the coordinate map of the transfi nite transformation used to derive the EM parameters of the cloak. (C) 
The bump is cloaked for SPPs by means of an isotropic cloak. The lines show the quasiconformal coordinate grid, that determine the refractive 
index profi le used in the cloak and depicted in (D). (E) Cloaking a 3D bump 1.25  µ m × 1.25  µ m × 200 nm for a SPP at  λ = 600 nm. The white lines 
correspond to the power fl ow streamlines. In (A), (B), (C) and (E) the color map shows the SPP magnetic fi eld profi le,  H 
 y  . 
 
where 
 
,  
xz
z zf
z x
∂ ′ ∂ ′Δ= =
∂ ∂  and
  
2 2
zz xzf f= +Δ . When a medium 
with the prescribed anisotropic  ε′and  μˆ′ is placed on top of the 
bump, a SPP smoothly travels through it without any scatter-
ing. This is confi rmed by the 2D simulation illustrated in Figure 
6 (B), where the magnetic fi eld,  H 
 y  , of a SPP at  λ = 700 nm 
going through the cloak is shown. 
 On the other hand, the same functionality can be achieved 
by means of an isotropic cloak. In order to design the iso-
tropic ground-plane cloak, the transfi nite transformation has 
to be replaced by a quasiconformal one. This kind of trans-
formation is an approximation to a conformal mapping and 
it minimizes anisotropy too. It is generated by numerically 
solving Laplace ’ s equation with sliding boundary conditions 
in the region defi ned by the cloak, which in this case is sized 
6  μ m × 2.5  μ m. In contrast to the previous transformation, and 
as can be seen in panel (C), the new coordinate grid (gray 
lines) preserves the right-angles when the TO procedure is 
followed. This fact results in an isotropic refractive index 
 n ( x ,  y ) for the cloak illustrated in panel (D). The index pro-
fi le is smooth, ranging from 0.82 to 1.38, and it recovers the 
background value  n = 1 at the outer boundaries of the cloak. 
The wave fronts of SPPs traveling through the cloak follow 
the transformed grid while it smoothly goes through the bump 
without scattering, as illustrated for  λ = 700 nm in panel (C). 
 Using the same tools, a ground-plane cloak can also be 
devised for hiding a 3D bump on a metal surface. Let us 
consider the bump shown in Figure 6 (E), which is described 
by
  
2 2
0
2 21- cos coszz z h x y
h l l
π π⎛ ⎞ ⎛ ⎞ ⎛ ⎞
′= + ⎜ ⎟ ⎜ ⎟ ⎜ ⎟⎝ ⎠ ⎝ ⎠ ⎝ ⎠ . As a proof of 
principle we present an anisotropic 3D cloak, whose design 
involves a transfi nite transformation analogous to the 2D case. 
According to the TO rules, the prescribed material parameters 
are the following: 
 
1 0
1
ˆ ˆ 0 1
xz
yz
xz yz zz
f
f
f f f
ε μ
⎛ ⎞
⎜ ⎟
′= ′= ⎜ ⎟Δ ⎜ ⎟⎝ ⎠
 
(9)
 
 
where 
 
,  ,  
xz yz
z z zf f
z x y
∂ ′ ∂ ′ ∂ ′Δ= = =
∂ ∂ ∂
 and 
 
 
2 2 2
zz xz yzf f f= + +Δ . The
 
performance of a cloak with  l = 1.25  μ m and  h 0 = 200 nm 
operating at  λ = 600 nm can be seen in panel (E). The SPP 
magnetic fi eld (color map) and power fl ow lines (in white) 
confi rm the effectiveness of this plasmonic device. As in the 
2D geometry, the ground-plane cloak completely suppresses 
the scattering from the bump. 
 3.4. Plasmonic Luneburg lens 
 Finally, we present as a last example two designs for a plas-
monic Luneburg lens for SPPs propagating on a metal surface. 
A planar Luneburg lens is a circle of radius  R characterized by 
the following refractive index: 
 
2( ) 2-( / )n r r R=
 (10) 
 where  r is the distance to the center of the lens. This index 
profi le focuses an incident SPP to a point in the perimeter 
of the lens on the opposite side of the circle. In a fi rst design 
of the plasmonic Luneburg lens, let us assume a metamate-
rial that reproduces the refractive index  n ( r ). As sketched in 
Figure  7 (A), the metamaterial is a cylinder of radius  R placed 
on top of a gold surface with a height that needs to be larger 
than the SPP vacuum decay length, similar to the previous 
examples. Panel (B) demonstrates a plasmonic Luneburg lens 
of radius  R = 2.5  µ m operating at  λ = 800 nm when the spa-
tial variation of the index  n ( r ) [shown in (C)] is implemented 
in the metamaterial region. The SPP electric fi eld and power 
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 Figure 7  A plasmonic Luneburg lens is used to focus an incident SPP. (A) Schematic of a lens of radius  R in top and side views. The transforma-
tion medium is a cylinder of radius  R with height larger than the SPP decay length in the dielectric side of the interface. (B) Full-wave simulation 
of a lens for a SPP at  λ = 800 nm. The radius of the lens is  R = 2.5  μ m and its height is 3  μ m. (C) Refractive index as a function of the distance to 
the center of the lens,  r , for  R = 2.5  μ m. (D) Relation between the SPP mode index at  λ = 800 nm and the height of a PMMA layer placed on a gold 
surface. (E) Sketch of a lens that consists of a PMMA disc on the gold surface and height of the layer as a function of the distance to the center 
of the lens. (F) 3D simulation of a PMMA layer shaped according to panel (E) acting as a Luneburg lens for SPPs at  λ = 800 nm. Both (B) and 
(F) show the SPP electric fi eld,  E 
 z 
 . 
fl ow lines obtained from 3D simulations show the focusing 
of SPPs traveling along an air-gold interface at the perimeter 
of the lens. 
 A different strategy for designing this plasmonic element 
that involves the effective mode index of SPPs has been used 
to experimentally demonstrate the Luneburg lens  [48] . Instead 
of spatially varying the optical properties of the dielectric, 
the height of a thin dielectric layer on top of the metal is 
tapered. The index profi le given by Eq. 10 is reproduced by 
the effective mode index of the SPP. The mode index for an 
air/PMMA/gold structure for SPPs at  λ = 800 nm is plotted in 
Figure 7 (D) as a function of the PMMA height,  h . In a dielec-
tric/dielectric/metal structure with electric permittivities  ε 1 , 
 ε 2 and  ε 3 , respectively, SPPs at frequency  ω propagate with 
an effective mode index  n 
 eff  = k / k 0 determined by the parallel 
wave-vector  k . Here, k 0 = ω 2 / c 2 and  c stands for light speed. 
The SPP dispersion relation is given by: 
 
1 2 2 3
2 2 2
2 1 3
tanh( ) k k k kk h
k k k
ε
+
=
+
 (11) 
 where 
 
2 2
0-
,  ( 1,2,3)ii
i
k k
k i
ε
ε
= =
 
(12) 
 In our situation,  ε 1 = 1,  ε 2 = 2.19 and  ε 3 = ε  Au  . For PMMA thick-
nesses up to 250 nm, we see in panel (B) that the index varies 
between 1 and 1.5, a range that is enough to reproduce the 
index required by the Luneburg lens. The plasmonic device, 
sketched in panel (E), is designed by calculating the PMMA ’ s 
height at which the SPP effective mode index satisfi es 
Eq. 10. This results in a variation of the PMMA height between 
0 at the perimeter of the lens and 130 nm at the center. A 
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numerical simulation of this lens can be seen in Figure 7 
(F). A PMMA disk of 2.5  μ m radius with a height modulated 
according to panel (E) was placed on top of a gold surface. 
The SPP fi eld is smoothly focused at the perimeter of the lens 
in a subwavelength spot. This design of the plasmonic lens 
potentially allows for a broad band performance, as it only 
involves dielectric materials with a very low dispersion. 
 These different examples, illustrate the power of trans-
formation plasmonics to fully control SPP and design com-
plex functionalities that would not be achievable otherwise. 
However, the experimental implementation of such control is 
conditioned by the possibility to match the required structural 
parameters. In the next section, we discuss recent experimen-
tal advances towards the realization of complex SPP func-
tionalities giving special emphasis on the different fabrication 
strategies. 
 4. Transformation plasmonics for real: 
experimental implementation 
 4.1. Fabrication and optical characterization methods 
 The experimental implementation of Transformation 
Plasmonics at optical frequencies requires engineering on 
the subwavelength scale the effective mode index  n 
 eff  of the 
propagating SPPs. In practice, this can be achieved in two 
different ways: 
 The fi rst approach is based on a discrete patterning of a 
dielectric material lying on top of the fl at metal fi lm. This 
leads to an artifi cial- or meta-medium having a mean refrac-
tive index that affects  n 
 eff  of the SPPs as shown by the blue 
curve in Figure  8 . The elementary unit can either be an air hole 
in a continuous dielectric fi lm as originally proposed in [35] 
for optical waveguides or a dielectric protrusion in air  [85] . 
In this case, the local refractive index is spatially adjusted 
by controlling the units size and/or density [see Figure  9 (C) 
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 Figure 8  The SPP mode effective index can be controlled either by 
adjusting the thickness of the dielectric layer or the effective refrac-
tive index of an artifi cial medium, for instance formed by dielectric 
protrusions. The refractive index of the surrounding and the one of 
the dielectric load limits the accessible range of  n 
 eff  . 
and (D)]. In practice, this is achieved using standard fabri-
cation tools such as electron-beam lithography and Focused 
Ion Beam (FIB). The minimum size of the elementary unit as 
well as the minimum distance between adjacent units deter-
mine the smoothness of the actual  n 
 eff  profi le. Maximizing 
the smoothness is crucial as it has direct impact on the back 
refl ection and scattering of the incident SPP. Such parasitic 
refl ection and scattering would for instance directly compro-
mise the effciency of an invisibility cloak or carpet. 
 Alternatively, the desired  n 
 eff  landscape can be obtained 
by gradually varying the thickness of a continuous dielectric 
load  [13] as shown by the red curve in Figure 8. In their recent 
work, Zentgraf et al.  [48] used 3D electron beam lithography 
to gradually shape a PMMA load on gold into a patch that 
fulfi lls the requirements of a Eaton and Luneburg plasmonic 
lens [Figure 9 (A – B)]. 
 In both approaches, the accessible range for the effective 
mode index  n 
 eff  is determined by the dielectric properties of 
the surrounding media and the dielectric being used. While the 
use of high refractive index materials  a priori gives more fl ex-
ibility, the propagation length of SPPs  Λ 
 SPP  = 1/(2 Im[ n  eff  k 0 ]) 
decreases for increasing values of  n 
 eff  , thereby adding further 
constrains in the design. 
 Because SPPs are surface waves, bound to the metal sur-
face, the optical characterization of plasmonic functionalities 
requires suitable methods capable to monitor, either directly 
or indirectly, the interaction of the incident SPP with the meta-
surface. The simplest approach consists in measuring input 
and output signals without directly monitoring the interaction 
region  [35, 102] . Such a scheme can for instance be imple-
mented by including input and output grating couplers at stra-
tegic locations of the sample. However, it is blind to what 
actually occurs in the interaction region and does not apply to 
any functionality. Further insight into the metasurface proper-
ties can be gained by employing scanning near-fi eld optical 
microscopy (SNOM)  [103] which can directly map with a 
sub-wavelength spatial resolution the optical near-fi eld inten-
sity of plasmon fi elds at any point of the metasurface. Special 
attention is though required to prevent signifi cant infl uence 
of the scanning probe on the intrinsic properties of the struc-
ture under study  [103 – 105] . Alternatively to SNOM, Leakage 
Radiation Microscopy offers a simpler and faster character-
ization as long as  n 
 eff  is smaller than the refractive index of the 
substrate. Under this condition, SPPs are subjected to leakage 
radiation into the substrate. Although diffraction limited, col-
lecting this leakage radiation offers a wide fi eld, probe-less 
and quantitative method  [106 – 108] to map the SPP propaga-
tion at the metasurface. 
 4.2. Experimental implementations 
 In the following we briefl y discuss recent experiments that 
illustrate the power of transformation plasmonics to design 
complex plasmonic functionalities. 
 4.2.1. Broadband plasmonic invisibility carpet at 
visible frequencies  The fi rst example tackles the concept 
of invisibility carpet and demonstrates experimentally that 
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 Figure 9  The mode effective index for SPPs can be controlled via the height (A,B) of the dielectric layer or the density and size of particles 
(C,D) or holes (E,F). The calculated index profi le for a Luneburg lens (A) has been realized by 3D lithography of the PMMA on top of gold 
layer. (A,B) reprinted by courtesy of X. Zhang from Ref. [48]. (D) Small cones made of TiO 2 have been placed at the nodes of the carpet cloak 
(C). The high density of holes at the outer rim gradually changes towards the inner region of the SPP concentrator shown in (F) corresponding 
to index profi le shown (E). 
an object can be concealed from a SPP propagating along a 
gold/air interface at visible frequencies, as we numerically 
demonstrated in Figure 3. 
 In order to meet experimentally the parameters of the sim-
ulations, a fl at gold surface was structured with TiO 2 protru-
sions. The TiO 2 pillars forming the crescentmoon-like carpet 
were fi rst fabricated on top of a 60-nm thin Au fi lm by com-
bining electron-beam lithography and reactive-ion etching. 
In a second lithography step, a curved Bragg-type refl ector 
[formed by 15 gold lines (section = 150 nm × 150 nm) periodi-
cally separated by half of the SPP wavelength] was added, 
acting as the object to be hidden behind the carpet Figure 9 
(C) and (D). Each of the small cones of TiO 2 are placed at 
the nodes of a quasi-conformal grid, what allows to mini-
mize the required anisotropy of the metric tensor associated 
with the carpet shown in Figure 3. This simple trick greatly 
simplifi es the experimental design. 
 In the optical experiment, the SPPs were launched by focus-
ing the incident beam from a CWTi:Sapph laser on a defect line 
placed 44  μ m away from the refl ector. Taking advantage of the 
asymmetry of the dielectric environment on both side of the 
gold fi lm, the leakage radiation from the SPPs at the gold/air 
interface was collected using a high-numerical aperture objec-
tive to map the SPP fi elds. Additionally for the sake of clarity, 
spatial fi ltering in the conjugated Fourier-plane was performed 
to suppress the direct transmitted light from the excitation spot 
and scattered light in order to isolate the carpet properties. 
 Leakage radiation microscopy (LRM) was fi rst used to 
map the distribution of  λ = 800 nm SPPs propagating at the 
gold/air interface and interacting with the different structures 
fabricated at the gold surface. In the case of a bare curved 
Bragg-refl ector, the refl ected SPPs propagate into different 
directions depending on their relative angle to the normal to 
the mirror lines [see Figure  10 (B)], thus leading to a curved 
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wave front. Conversely, adding the crescent-moon-like TiO 2 
carpet re-establishes a fringe pattern with a nearly straight 
wave front [see Figure 10 (D)] similar to the case of a fl at 
Bragg-mirror (A). The remaining small lateral modulations 
were attributed to imperfections in the manufacturing. 
Quantifying the modifi cation in the wave front curvature 
induced by the presence of the crescent-moon-like TiO 2 car-
pet and comparing the area under the numerically averaged 
curves with the curved obtained with the reference structure 
without carpet leads to a reduction by a factor 3.7 as shown 
in Figure 10 (E). Further, the experiment was repeated at dif-
ferent incident wavelengths across the range of the Ti:Sapph 
laser in order to test the broadband operation of the carpet. 
The data summarized in Figure 10 (E) show that the structure 
remains effcient between 750 nm and 850 nm, demonstrat-
ing for the fi rst time broadband invisibility in the true visible 
range. 
 4.2.2. Luneburg and Eaton plasmonic Lens  Prior 
experimental studies demonstrated that the change in the 
effective refractive index  n 
 eff  induced by patterning a metal 
surface with a dielectric load of constant height can be used 
to control the propagation of SPPs by exploiting the fact that 
the SPP propagation at the load boundaries fulfi lls the 2D 
equivalent of the Snell-Descartes laws. Through a suitable 
design of the load geometry, SPPs can thus be guided  [12, 
13, 15] , refl ected  [109, 110] and focused  [11] . Recent 
experiments by the Zhang ’ s group  [48] further pushed the 
analogy between 3D optical and plasmonic elements by 
using transformation plasmonics. By gradually varying the 
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 Figure 10  Broadband plasmonic invisibility carpet at optical frequencies: (A,B) Leakage radiation microscopy data showing the refl ection 
of visible SPPs at  λ = 800 nm on a fl at (A) and bare curved Bragg mirror (B). (D,F) illustrate the effect of the invisibility carpet at two different 
wavelengths. (C) Numerical simulation associated with the experimental map (D). (E) displays the evolution of the experimental re-fl ected 
wavefront as a function of the incident wavelength, demonstrating the broadband operation over the 750 – 900 nm range. 
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 Figure 11  Plasmonic Luneburg Lens. (A) Simulation showing how 
incident SPPs are focused at a point at the outer perimeter of the 
Luneburg lens. (B) Leakage Radiation microscopy reveals the SPP 
focus at  λ = 800 nm. (A,B) reprinted by courtesy of X. Zhang from 
Ref. [48]. 
height of a PMMA disk lying on top of a thin gold fi lm 
using 3D e-beam lithography (see Figure 9), the authors 
fi rst built a Luneburg plasmonic lens whose focal point lies 
on the perimeter of the lens. The fabricated structure was 
optically tested by combining fl uorescence imaging and 
LRM. Their data, summarized in Figure  11 , show a good 
agreement with their numerical simulation (A), effi cient 
focusing in the near-infrared region of spectrum, between 
 λ = 770 and 840 nm (B). To demonstrate the versatility of 
their approach, the authors also successfully demonstrated 
the concept of Eaton plasmonic lens that bends the SPP 
through 90 ° . 
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 5. Conclusion and prospects 
 Transformation plasmonics complements the existing tool 
box available to researchers in the fi eld of plasmonics by pro-
viding further control over surface plasmons. Its full deter-
minism potentially enables to tame plasmonic fi elds at will 
and this way design functionalities that were not reachable so 
far. First experimental realizations successfully demonstrated 
the practical feasibility of this new approach to control the 
propagation of SPPs at a patterned metal surface. Similarly 
to what is currently experienced in the fi eld of metamaterials, 
a full exploitation of transformation plasmonics at optical 
frequencies remains though hindered by current limitations 
in nanofabrication. Beyond extending the range of plasmonic 
functionalities based on SPP and optimizing their effciency, 
a higher fabrication accuracy should enable to extend TO 
to the nanoscale light control based on Localized Surface 
Plasmons supported by 3D metallic nanostructures  [93, 94, 
111, 112] . Another important future development would 
consist in combining transformation plasmonics with recent 
advances in active plasmonics  [113 – 115] by using active 
materials instead of passive dielectrics in order to introduce 
a dynamic control through an external electrical or optical 
signal. 
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